Switch Inspection Report/ Semi- Annual

Mainline 1 2 @

Wk RG3bB L3

te_G-T1-11 Inspection Crew | SCHISLER. ‘X) BWAW
1. Location:C L
2. Switch ID#
3. Facing X Trailing Flagman
Rail Points 25. Non-Adjustable

4. Pointto Point __ S\ ‘/g
5. Point Condition

>V R
6. Point Throw Nothing less than 4” or greater than
5” Min 3 % “on house top point protector
N A4 AV
7. Point opening
N S R s
8. Fit

OYR

9. General Condition of the points

Cs)v R

Gage
10. Heel of Switch

a. Main S
b, Turnout S6 s
11. Gage ahead of Bend o Yo
Must not be less than 56” or more than 57" for “S”
12. Heel Spread in Inches
a. Main Sg 74

b. Turnout (%

Stock Rail
13. Bend~S
14. Condition=$

Bolts
15. Loose ) N/A
16. Missing © N/A

Rivets
17. Loose [e) N/A
18. Missing o N/A
19. Cotter Pins Missing ) N/A
20. Jam Nuts Loose o N/A
21. Washers Broken Missing___
22. Standard Joints

(DY R N/A
~3. Switch Plates

"B Y R N/A
24, Adjustable Braces

_9 Y R N/A

Remarks on Page 3

Switch Rods
26. Front Rod
Y R N/A
27. #1 Rod (Basket Rod)
Y R N/A
28. #2 Rod
9 Y R N/A
29. #3 Rod
Y R N/A
30. #4 Rod
¥ R N/A
31. Closure Rail

@Y R N/A
32. Surface Rail

?IR/I\T/A
Using a 627 Cord
S= Upto 1” Max allowed Speed
Y=1"to »” Max allowed 1 1/2 “ 40 MPH
R=11/2" TO %” 12 MPH Greater than 1 %" Out
of Service
33. Head Block Ties
©v R
34. Switch Adjustment
Yes
35. Lubrication
oK
36. Switch Target/ Lamps
OK Missing (]Dﬁs
37. Latches
@ Missing N/A
38. Locks
@ Missing N/A
39. General Condition
@Y R
40. Insulated Joints
QY R



Frog Inspection Report/ Semi- Annual

Mainline 1 2 ard Wo#_29%,863
ate_ (p=27~17 Inspection Crew | Ser\SLER L{) BRyANT

1. Location:

2. Switch ID# wa >

3. Facing X Trailing Flagman

44. Frog Tread N @ Y R
RGO Y R
45, Frog Number#_%8
46. Frog Point Condition
v R

47. Condition of Frog

€y R
48. Surface of Frog
Y R

49. Throatin Inches 37
50. Flangeway Depth -
Flangeway Depth must not be less than 1/2”

Gage

i1. Main Track S
S2. Turnout Track 3L S

Gage must not be less than 56” for any Class

Guard Rails
53. Guard Rail Gage N__<¢ & RS Vien/a
Guard Rail Gage must be less than 54 3/8"
54. Back to back N S'L?q,R Sz YU /A
Back to Back must be less than 53 1/8”
55. Condition

OV R

56. Location of Guard Rail ( Relation to Point)
@v R

Guard Rail Clamps
57. Main Track

@v r N/A
58. Turnout Track

@Y R N/A

Class 1 Gage 56" to 57 %"
More than 57 1/2 “ Out of Service

~lass 3 Gage 56" to 57"
Jore than 57” to 57 4" downgrade to

Class 2 and getsa Y

Remarks on page 3

Turnout Ties
59. Conditions

® Yy R

60. Rail Movement
© Y R

Tie Plates

61. Lead
® vy R

62. Guard Rail Flangeway
A Y RN_I1" R L
Guard Rail Flangeway cannot be less 1 %"
63. Guard Rail Plates
Y R
64. Frog Plates

® v r

Bolts

65. Loose a N/A
66. Missing ) N/A
Rivets

67. Loose (o) N/A
68. Missing o N/A

69. Nuts Missing Q N/A
70. Cotter Pins Missing __ p  N/A

71, Washer@roken Missing
72. Hold Down Devices

? Y R N/A
73. Spring Hot

1si
5 R@

74. Derails
S Y R

75. Maximum difference in any 31” in Cross Level on
the siding from the Frog Point to 50” beyond last

long tie
@ Difference
76. Condition of Line thru entire turnout

Y R



Remarks

Switch # Cwys . Date_©=27- 17 WO # 2.9 3L b3

)
/

%3 o Fg Reps BemtT

PoinT Poes noT Tuek

All rules comply with the MTA Fled Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard Tracks
S All items inspected are in compliance

Y Attention needed

R Imitate attention M f
Reviewed by: O _rrm Date:



Switch Inspection Report/ Semi- Annual

Mainline 1 2 ‘ WO# ‘Q q 3 [ﬂ-% (a l
ate_G-27-\1 InspectionCre'V\-/T %Q\'\ﬂ& &ﬂ?BQﬁn*r

1. Location: C‘./-) !
2. Switch ID#

3. Facing X Trailing Flagman
Rail Points 25. Non-Adjustable
4. Pointto Point _ Sl Ye SYR@
5. Point Condition
(@ Y R Switch Rods
6. Point Throw Nothing less than 4” or greater than 26. Front Rod
5” Min 3 % “on house top point protector S Y R N/A
N AMy R 4 %y 27. #1 Rod (Basket Rod)
7. Point opening Y R N/A
8. Fit O Y R NA
OYR 29.°#3 Rod
9. General Condition of the points @ Y R N/A
@Y R 30. #4 Rod
O Y R N/A
Gage 31. Closure Rail
10. Heel of Switch &Y R N/A
a. Main St ‘fv 32. Surface Rail
) b. Turnout SL 3/ SIY R N/A

11. Gage ahead of Bend SL’h
Must not be less than 56” or more than 57" for “S”
12. Heel Spread in Inches

a. Main b'[g
b. Turnout_ b Yy

Stock Rail
13. Bend =3
14. Condition=S

Bolts
15. Loose =) N/A
16. Missing__ < N/A

Rivets

17. Loose o N/A

18. Missing < N/A

19. Cotter Pins Missing o N/A
20. Jam Nuts Loose = N/A
21. Washers @ Broken Missing___
22. Standard Joints

Y R N/A

"3. Switch Plates

" DY R N/A

24, Adjustable Braces

@YRN/A

Remarks on Page 3

Using a 62" Cord
S=Up to 1” Max allowed Speed
Y=1"to 14" Max allowed 11/2 “ 40 MPH
R=11/2" TO %” 12 MPH Greater than 1 %" Out
of Service
33. Head Block Ties
DY R
34. Switch Adjustment
Yes
35. Lubrication
OK
36. Switch Target/ Lamps

OK Missing @29
37. Latches

Missing N/A
38. Locks
Missing N/A
39. General Condition
@Y R

40. Insulated Joints

@Y R



Frog Inspection Report/ Semi- Annual

Mainline 1 2 @ WOo# _ 1LR3G% ¢\
jate. Gp-27-t 1 InspectionCrew [ SCUISLE R Q_’ Bﬂ:;MUT'

1. Location:

2. Switch ID# -

3. Facing X Trailing Flagman

44. FrogTread N ®
R
45. Frog Number# B
46. Frog Point Condition
S YR
47. Condition of Frog
S Y R
48. Surface of Frog
S Y R
49. Throatin Inches 3%
50. Flangeway Depth [
Flangeway Depth must not be less than 1/2”

Y R
Y R

Gage
51. Main Track S i

52. Turnout Track S /v
Gage must not be less than 56” for any Class

Guard Rails

53. Guard Rail Gage N 9% 38 pSy Yo N/A
Guard Rail Gage must be less than 54 3/8"

54. Backtoback N SZ J& R .53 Ty N/A
Back to Back must be less than 53 1/8”

55. Condition
S YR

56. Location of Guard Rail ( Relation to Point)
S YR

Guard Rail Clamps
57. Main Track

SYR N/A
58. Turnout Track
SYR N/A

Class 1 Gage 56” to 57 %"
More than 57 1/2 “ Out of Service

"I\ass 3 Gage 56" to 57"
lore than 57” to 57 %” downgrade to

Class 2 and getsa Y

Remarks on page 3

Turnout Ties

59. Conditions
S Y R
60. Rail Movement
S Y R
Tie Plates
61. Lead
S Y R
62. Guard Rail Flangeway

63.

64.

s v RN_ L g 1 ''8
Guard Rail Flangeway cannot be less 1 %"
Guard Rail Plates

S Y R

Frog Plates

S Y R

Bolts

65.
66.

Loose N/A
Missing N/A

Rivets

67.
68.
6S.
70.
71.
72.

73.

74.

75.

76.

Loose N/A

Missing N/A

Nuts Missing N/A

Cotter Pins Missing N/A

Washers OK Broken Missing

Hold Down Devices

S Y R N/A

Spring Housing

S Y R N/A

Derails

S Y R N/A

Maximum difference in any 31" in Cross Level on
the siding from the Frog Point to 50” beyond last
long tie

OK Difference

Condition of Line thru entire turnout
S YR




Remarks

Switch # Cwy A Date (-21-17 WO# 193, !

Goppu B "

Does NoT EiT ot Tice PRopar

All rules comply with the MTA Fled Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard Tracks
S All items inspected are in compliance

Y Attention needed

R Imitate attention G/“’WM/ p
+*
Reviewed by: 0 If/{AN\{JV Date:



Switch Inspection Report/ Semi- Annual

Mainline 1 2 @

wor 293 b7 2 b

dte_ @~ 21 -1 Inspection Crew ! SCUSNER W PE_YH.UT

1. Location: CW !

Flagman

2. Switch ID# ___
3. Facing ® Trailing
Rail Points

4. Point to Point sy v
5. Point Condition
(9 Y R

6. Point Throw Nothing less than 4” or greater than

5” Min 3 % “on house top paint protector
N 4%y R 4%

7. Point opening
N S R S

8. Fit

QYR

9. General Condition of the points
Ovr

Gage
10. Heel of Switch

a. Main sy 3/e
b. Turnout S Y1

11. Gage ahead of Bend__ St Y-
Must not be less than 56” or more than 57" for “S”
12. Heel Spread in Inches

a. Main QQ‘/‘*'
b. Turnout o'/

Stock Rail
13. Bend =S
14. Condition—9

Bolts
15. Loose (o) N/A
16. Missing_ © N/A
Rivets

17. Loose o N/A
18. Missing o N/A
19. Cotter Pins Missing o N/A
20. Jam Nuts Loose O N/A
21. Washers @ Broken Missing__
22. Standard Joints

&Y R N/A
"3, Switch Plates
@)Y R N/A
24, Adjustable Braces

Ay R N/A

Remarks on Page 3

25. Non-Adjustable

SYRN/A

Switch Rods

26. Front Rod
Y R N/A
27. #1 Rod (Basket Rod)
Y R N/A
28. #2 Rod
®©Y R N/A
29. #3 Rod
©Y R N/A
30. #4 Rod
Y R N/A
31, Closure Rail
@Y R N/A
32. Surface Rail
@AY R N/A
Using a 62" Cord
S= Up to 1” Max allowed Speed
Y=1"to %’ Max allowed 1 1/2 “ 40 MPH
R=11/2" TO %” 12 MPH Greater than 1 %” Out
of Service
33. Head Block Ties
@ v R
34. Switch Adjustment

Yes (U9

35. Lubrication

oK @
36. Switch Target/ Lamps

OK Missing ( N?B

37. Latches
Q@Y Missing N/A
38. Locks
Missing N/A

39. General Condition
(v R
40. Insulated Joints

Y R



Frog Inspection Report/ Semi- Annual

Mainline 1 2 @

WO#

L93 11l

_ate. =279~

InspectionCreﬂ_ Senisten U) Beyant

1. Location:

2. Switch ID# 3

3. Facing ¥ Trailing Fla
44. Frog Tread N Y R

Y R

45, Frog Number #_&8
46. Frog Point Condition

®vY R

47. Condition of Frog

® Y R

48. Surface of Frog
® Y R
49. Throat in Inches 3'/4
50. Flangeway Depth . 2-
Flangeway Depth must not be less than 1/2”

Gage
J1. Main Track st Y
52. Turnout Track St g
Gage must not be less than 56” for any Class

Guard Rails

53. Guard Rail Gage N S% Z RSy % N/A
Guard Rail Gage must be less than 54 3/8"

54. Backtoback N_SL FRSz ¥ N/A
Back to Back must be less than 53 1/8”

55. Condition
DY R

56. Location of Guard Rail ( Relation to Point)
Py R

Guard Rail Clamps
57. Main Track

Y R N/A
58. Turnout Track

(ﬁ)v R N/A

Class 1 Gage 56" to 57 %"
More than 57 1/2 “ Out of Service

~lass 3 Gage 56" to 57"
ore than 57” to 57 4" downgrade to

Class2 andgetsa Y

Remarks on page 3

gman

Turnout Ties

59.

60.

Tie

61.

62.

Conditions
® Y R
Rail Movement
Y R
Tie Plates
Lead
® v R
Guard Rail Flangev«.lax,r
y RN R 1,

Guard Rail FIangeway cannot be less 1 %"

63. Guard Rail Plates

® vy R
64. Frog Plates

Y R

Bolts
65. Loose [®) N/A
66. Missing o N/A
Rivets
67. Loose o N/A
68. Missing [@) N/A
69. Nuts Missing o N/A

70. Cotter Pins Missing o N/A

71. Washer

Broken Missing___

72. Hold Down Devices

73.

&Y R NA

Spring Housing

S Y RED

74. Derails

S Y R

75. Maximum difference in any 31” in Cross Level on

the siding from the Frog Point to 50” beyond last
long tie
Difference

76. Condition of Line thru entire turnout

&Y R



Remarks

Switch # 3 : Date @=27-17 WOo# 2930G72¢

V8" Gap RU YV Poiwt

Pots Tuecw ol ey &Q.PLC‘L

All rules comply with the MTA Fled Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard Tracks
S All items inspected are in compliance

Y Attention needed

R Imitate attention
Reviewed by: 0 AA/M/”E\)’%MN\/ Date:



Switch Inspection Report/ Semi- Annual

Mainline 1 2 ard

WO# Qc(g b% Q’S

ate_b-11-17 Inspection Crew_ |G M\SLER. h) ‘BR'YRNT

1. -Location: LL)
2. Switch ID#
3. Facing A Trailing

Flagman

Rail Points
4. PointtoPoint St ¥«
5. Point Condition

Qv R

6. Point Throw Nothing less than 4” or greater than

5” Min 3 % “on house top point protector
N A%, R 4

7. Point opening

N 4> R 4%
8. Fit
SYR
9. General Condition of the points
@Y R
Gage
10. Heel of Switch
a. Main 36 5/3

! b. Turnout se W
11. Gage ahead of Bend sU'fh
Must not be less than 56” or more than 57”7 for “S”
12. Heel Spread in Inches
a. Main b
b. Turnout @'y

Stock Rail
13. Bend =S
14. Condition -~ S

Bolts
15. Loose o) N/A
16. Missing___ © N/A
Rivets

17. Loose ° N/A
18. Missing o) N/A
19. Cotter Pins Missing o N/A
20. Jam Nuts Loose o N/A
21. Washers @) Broken Missing__
22. Standard Joints
(Y R N/A
‘3. Switch Plates
"(®Y R N/A
24, Adjustable Braces

(SYRN/A

Remarks on Page 3

25. Non-Adjustable
SYR @

Switch Rods
26. Front Rod
Y R N/A
27. #1 Rod (Basket Rod)
©Y R N/A

28. #2 Rod
Y R N/A

29. #3 Rod
S YR
30. #4 Rod
s v R @R
31. Closure Rail
®Y R N/A
32. Surface Rail
@ Y R N/A
Using a 62" Cord
S=Up to 1” Max allowed Speed
Y=1"to %" Max allowed 11/2 “ 40 MPH
R=11/2"” TO %” 12 MPH Greater than 1 %" Qut
of Service
33. Head Block Ties

@y r

34. Switch Adjustment
Yes @
35. Lubrication
Dry

36. Switch Target/ Lamp
OK Missing@
37. Latches
Missing N/A
38. Locks
Missing N/A
39. General Condition
Y R

40. Insulated Joints

@Y R



Frog Inspection Report/ Semi- Annual

Mainline 1 2 @

WOt 293 LB eI

——
_dte b-27-17 Inspection Crew

1. Location:
2. Switch ID# ()
3. Facing X Trailing

Flagman

44. FrogTread N (9 Y R
R Y R
45. Frog Number #_ &
46. Frog Point Condition
®vY R
47. Condition of Frog
Y R
48. Surface of Frog
Y R
49. Throat in Inches 3 Ve
50. Flangeway Depth |
Flangeway Depth must not be less than 1/2

”

Gage

~
i1. Main Track SL /7—
52. Turnout Track S1L

Gage must not be less than 56” for any Class

Guard Rails

53. Guard Rail Gage N_=¢% YRSt W N/A
Guard Rail Gage must be less than 54 3/8”

54. Backtoback N S2 % RSL % N/A
Back to Back must be less than 53 1/8”

55. Condition
®YR

56. Location of Guard Rail ( Relation to Point)

®Y R

Guard Rail Clamps
57. Main Track

Y R N/A
58. Turnout Track
v R N/A

Class 1 Gage 56” to 57 14"
More than 57 1/2 “ Out of Service

“lass 3 Gage 56" to 57"
lore than 57” to 57 %” downgrade to

Class 2 and getsa Y

Remarks on page 3

Turnout Ties
59. Conditions
Y R
60. Rail Movement

@YR

Tie Plates
61. Lead
® vy R
) il Flange
S 1%
Guard Rail Flangeway cannot be less 1 %"
63. Guard Rail Plates
& v R

64. Frog Plates

® v R

Bolts

65. Loose o N/A

66. Missing o N/A
Rivets

67. Loose %) N/A
68. Missing ) N/A
69. Nuts Missing O N/A
70. Cotter Pins Missing @ N/A
71. Washers @Broken Missing
72. Hold Down Devices

Y R N/A

73. Spring Housing

S v R
74. Derails

S Y R
75. Maximum rence inany 31” in Cross Level on
the siding from the Frog Point to 50” beyond last
long tie
OK Difference
76.@(iondition of Line thru entire turnout
Y R



Remarks

Switch # C-W_)/ G- Date =27~ WO # 293 86S

Ru sT0 'Pmu:r' thpa:.é 'l%“

boks voT BT w

All rules comply with the MTA Fled Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard Tracks

S All items inspected are in compliance

Y Attention needed

R Imitate attention

Reviewed by: W Date:



Switch Inspection Report/ Semi- Annual

Mainline 1 2 ggard )

wor 29 7077

atele = 2.7-17 Inspection Crew

\
1. Location: CRch wel( y D)
2. Switch o# |
3. Facing X Trailing

Flagman

Rail Points
4. PointtoPoint 3/ ¥
5. Point Condition

Y R

6. Point Throw Nothing less than 4” or greater than

5” Min 3 ¥ "on house top point protector
N 4.‘/:9 R 49[: .
7. Point opening
N 3 R s
8. Fit
@PYR
9. General Condition of the points

QYR

Gage
10. Heel of Switch

a. Main 5/

b. Turnout 3¢ Y
11. Gage ahead of Bend  Ft Yo
Must not be less than 56” or more than 57" for “S”
12. Heel Spread in Inches

a. Main g'/'l—

b. Turnout ("2

Stock Rail
13. Bend —§
14. Condition =S

Bolts
15. Loose o N/A
16. Missing___ = N/A

Rivets
17. Loose ) N/A
18. Missing o N/A
19. Cotter Pins Missing 0 N/A
20. Jam Nuts Loose o N/A
21. Washers @ Broken Missing_
22. Standard Joints
B v r N/A
~3. Switch Plates
"B v R n/A
24. Adjustable Braces
Y R N/A

Remarks on Page 3

25. Non-Adjustable

SYR@

Switch Rods

26. Front Rod
Qv R N/A
27. #1 Rod (Basket Rod)
©Y R N/A
28. #2 Rod
@ Y R N/A
29. #3 Rod
(3 ¥ R N/A
30. #4 Rod
(v R N/A
31. Closure Rail
Y R N/A
32. Surface Rail
@Y R N/A
Using a 62" Cord
S= Up to 1” Max allowed Speed
Y=1"to %" Max allowed 1 1/2 “ 40 MPH
R=11/2"TO %” 12 MPH Greater than 1 %” Out
of Service
33. Head Block Ties
Y R
34. Switch Adjustment
Yes CD
35. Lubrication
(Q® Dry
36. Switch Target/ Lamps
OK Missing
37. Latches
0 Missing N/A
38. Locks
@B Missing N/A
39. General Condition
Y R
40. Insulated Joints

@YR



Frog Inspection Report/ Semi- Annual

Mainline 1 2

WOo#_ 293707

_dte_G=27-17 _ Inspection Crew /__SeHister. Y/ BRypw

1. Location:
2. Switch ID# _Quwy |
3. Facing X Trailing

Flagman

44. FrogTread N © Y R
R @Y R

45. Frog Number #__ %

46. Frog Point Condition

©vr

47. Condition of Frog

D v R
48. Surface of Frog

Q@ vy R
49. Throat in Inches 3%
50. Flangeway Depth L

Flangeway Depth must not be less than 1/2”

Gage
1. Main Track S, ¥y
52. Turnout Track 5L Sl

Gage must not be less than 56” for any Class

Guard Rails
53. Guard Rail Gage N_S* %R 54 /A
Guard Rail Gage must be less than 54 3/8"
54. Backtoback N_ 5 %R S Y n/a
Back to Back must be less than 53 1/8”
55. Condition
v
56. Location of Guard Rail { Relation to Point)

SR

Guard Rail Clamps
57. Main Track
®ver N/A
58. Turnout Track
WV vr N/A

Class 1 Gage 56" to 57 %"
More than 57 1/2 “ Out of Service

“'ass 3 Gage 56” to 57”
lore than 57” to 57 %4” downgrade to

Class 2 and getsa Y

Remarks on page 3

Turnout Ties
59. Conditions

& v R

60. Rail Movement
®© v r

Tie Plates
61. Lead
D v R
62. Guard Rail Flangeway
®©Y RN_2 R V
Guard Rail Flangeway cannot be less 1 %"
63. Guard Rail Plates
S vy R
64. Frog Plates

SOy R
Bolts
65. Loose < N/A
66. Missing o N/A
Rivets
67. Loose ) N/A
68. Missing <) N/A
69. Nuts Missing 0 N/A
70. Cotter Pins Missing 2  N/A
71. Washers QR Broken Missing___
72. Hold Down Devices

® Y R N/A

73. Spring Housing
s v R @A
74. Derails
S Y R
75. Maximum difference in any 31” in Cross Level on
the siding from the Frog Point to 50" beyond last
long tie
Difference
76. Condition of Line thru entire turnout

8YR



Remarks

Switch#_ Cuy | - Date (p=-277-171 WO#_2.-93267)

}

No New DEfETs AlpTss

Alf rules comply with the MTA Fled Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard Tracks
S All items inspected are in compliance

Y Attention needed

R Imitate attention bj‘m/ f
Reviewed by: O |MW{N Date:



Switch Inspection Report/ Semi- Annual

Mainline 1 2 ard

wot 295 L7 2y

3

1. Location{ IQ!

2. Switch ID# __oZ
3. Facing b g Trailing

Flagman

Rail Points

4. PointtoPoint St
5. Point Condition

@ Y R

6. Paint Throw Nothing less than 4” or greater than

5” Min 3 ¥ “on house top point protector
N 4% R 4Ye
7. Point opening
N £ R 5
8. Fit
Y R
9. éEeneral Condition of the points
YR

Gage
10. Heel of Switch
)
a. Main Sk h

;b Turnout S'/-
11. Gage ahead of Bend___ S
Must not be less than 56” or more than 57" for “S”
12. Heel Spread in Inches
a. Main ©
b. Turnout_ G Y4
Stock Rail

13. Bend = 3
14. Condition= S

Bolts
15. Loose © N/A
16. Missing__© N/A
Rivets

17. Loose o N/A
18. Missing_ P N/A
19. Cotter Pins Missing o) N/A
20. Jam Nuts Loose o N/A
21, Washers Broken Missing__
22. Standard Joints
Y R N/A
\)3. Switch Plates
"(®Y R N/A
24. Adjustable Braces
@ Y R N/A

Remarks on Page 3

ite_ o-27-17 'Inspection Crew_/ .'ﬁcaagszeg W &LRA/T_

25. Non-Adjustable
SY R

Switch Rods

26. Front Rod
SYY R N/A
27. #1 Rod {Basket Rod)
Y R N/A
28. #2 Rod
Y R N/A
29, #3 Rod
DY R N/A
30. #4 Rod
€y R N/A
31. Closure Rail
DY R N/A
32. Surface Rail
Gy R N/A
Using a 62" Cord
S= Up to 1” Max allowed Speed
Y=1"to %" Max allowed 11/2 “ 40 MPH
R=11/2"TO %" 12 MPH Greater than 1 %" Out
of Service
33. Head Block Ties
@y R
34. Switch Adjustment
Yes @
35. Lubrication
(2 o
36. Switch Target/ Lamps
OK Missing
37. Latches
@ Missing N/A
38. Locks
Missing N/A
39. General Condition

QYR

40. Insulated Joints

(YR



Frog Inspection Report/ Semi- Annual

Mainline 1 2 @ wot 2950724
ate o-27-17 Inspection Crew_ | SpuistiEp Mﬂ

1. Location:

2. Switch ID#

3. Facing ¥ Trailing Flagman

44. Frog Tread N (@ Y

R
Turnout Ties
R @ YR 59. Conditions

. b=)
26, Frog oint Condition Q v &
T8 60. Rail Movement
DY R O v R
47. Condition of Frog
/s) Y R Tie Plates
48. Surface of Frog 61. Lead
G v R
- Y, Q v R
49. Throat in |nchesL 62. Guard Rail Flangeway X
50. Flangeway Depth 2 ® Y RN 1tV p 1
Flangeway Depth must not be less than 1/2" Guard Rail Flangeway cannot be less 1 %"
63. Guard Rail Plates
Gage _ Oy R
1. Main Track ¢ Slﬁ
SC s 64. Frog Plates
52. Turnout Track L g ¥ B
Gage must not be less than 56” for any Class
Bolts
Guard Rails —
e - 65. L N/A
53. Guard Rail Gage NS 8 R_S¥ Sgn/A o N‘?giieng o NjA
Guard Rail Gage must be less than 54 3/8” ' =
54. Backtoback N ST ¥ RSZ Zn/A Rivets
Back to Back must be less than 53 1/8” 67. Loose P N/A
55. Condition 68. Missing o N/A
O YR 69. Nuts Missing o N/A
56. Location of Guard Rail ( Relation to Point) 70. Cotter Pins Missing __© _ N/A
P Y R 71. Washers@R Broken Missing
72. Hold D Devices
Guard Rail Clamps : v o:{vnN/eche

57. Main Track 73. Spring Housing

Y R N/A
58. Turnout Track . Y & @
Oy r N/A 74. Derails
S Y Rf_l_‘\]ga
Class 1 Gage 56" to 57 15" 75. Maximum difference in any 31" in Cross Level on
More than 57 1/2 “ Out of Service the siding from the Frog Point to 50" beyond last
long tie
“lass 3 Gage 56” to 57” @ Difference
lore than 57” to 57 %” downgrade to 76. Condition of Line thru entire turnout
Y R

Class 2 and getsa Y

Remarks on page 3




Remarks

Switch # C‘_w’v_ 1 Date (p-27-172 WO# 2Z.R36L72w

nlo MNew berscrs

All rules comply with the MTA Fled Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard Tracks
S All items inspected are in compliance

Y Attention needed

R Imitate attention /
Reviewed by: ,M/ Date:



